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The listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims: 

1.-7. (Canceled) 

. 8. (Currently Amended) A service class control system comprising a service 
class control server and a plurality of tenninal devices connected to the service class 
control server via a wireless telephone network; 

oharact e r i zod in that wherein the service class control server comprises: 

means for storing, for each terminal device, service class data indicative of a 
range of service served by the terminal device; and 

means for retrieving, from the means for storing, a service class data associated 
with an identification data for identifying the terminal device, and for transmitting the 
retrieved service class data to the terminal device as a data indicative of a range of 
service which the terminal device can serve, in response to the identification data which 
is received from the terminal device and identifies the terminal device, when the 
terminal device requires a start of providing a service; and 

wherein the terminal device comprises : 

obta i ns and stor e s means for obtaining and storing the retrieved service class 
data indicative of the range of service which the terminal device itself can serve, when 
the tenninal device receives the retrieved service class data from the service class 
control server, and prov i d e s providing services lying within the range indicated by the 
stored service class data; and 

transm i ts means for transmitting the service class data stored in the terminal 
device and the identification data for identifying the temriinal device to the service class 
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control server in response to reception of an interrogation signal via the wireless 
telephone network; and 

wherein the service class control server compriseis : 

r e tr ie v e s, means for retrieving, from the means for storing, a service class data 
associated with the identification data which the terminal device has transmitted in 
response to reception of the interrogation signal, and v e rif ie s verifying match among the 
retrieved service class data and the service class data which the terminal device has 
transmitted in response to reception of the interrogation signal , so that it is decided 
whether these two pieces of service class data coincide with each other . 

9. (Currently Amended) A service class control server for use in a service class 
control system comprising the service class control server and a plurality of terminal 
devices connected to the service class control server via a wireless telephone network; 
said service class control server comprises: 

means for storing, for each tenninal device, service class data indicative of a 
range of service served by the terminal device; and 

means for retrieving, from the means for storing, a service class data associated 
with an identification data for identifying the terminal device, and for transmitting the 
retrieved service class data to the terminal device as a data indicative of a range of 
service which the terminal device can serve, in response to the identification data which 
is received from the terminal device and identifies the terminal device, when the 
terminal device requires a start of providing a service; and 

wherein the terminal device comprises : 

obta i ns and stor e s means for obtaining and storing the retrieved service class 
data indicative of the range of service which the terminal device itself can serve, when 
the temninal device receives the retrieved service class data from the service class 
control server, and prov i d e s providing services lying within the range indicated by the 
stored service class data; and 
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wherein the service class control server comprises : 

retri e v e s, means for retrieving, from the means for storing, a service class data 
associated with the identification data which the terminal device has transmitted to the 
service control server in response to reception of an interrogation signal via the wireless 
telephone network, and ver i fi e s verifying match among the retrieved service class data 
and the service class data which the terminal device has transmitted in response to 
reception of the interrogation signal via the wireless telephone networ k, so that it is 
decided whether these two pieces of service class data coincide with each other . 

10. (Currently Amended) The service class control server as set forth in Claim 
9, wherein the service class control server transmits service stop Instruction data to the 
terminal device when it is decided that the service class control server can verify no 
match among the retrieved service class data and the service class data which the 
terminal device has transmitted. 

11. (Cunrently Amended) A terminal device for use in a service class control 
system comprising a service class control server and a plurality of terminal devices 
connected to the service class control server via a wireless telephone network, 

wherein said service class control server comprises; 

means for storing, for each temninal device, service class data indicative of a 
range of service served by the temninal device; and 

means for retrieving, from the means for storing, a service class data associated 
with an Identification data for identifying the terminal device, and for transmitting the 
retrieved service class data to the temninal device as a data indicative of a riange of 
service which the terminal device can serve, in response to the identification data which 
is received from the terminal device and identifies the terminal device, when the 
terminal device requires a start of providing a service; 

wherein the terminal device comprises : 
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obtains and stor e s means for obtaining and storing the retrieved service class 
data Indicative of the range of service which the temninal device itself can serve, when 
the terminal device receives the retrieved service class data from the service class 
control server, and prov i d e s providing services lying within the range indicated by the 
stored service class data; and 

transm i ts means for transmitting the service class data stored in the terminal 
device and the identification data for identifying the temilnal device to the service class 
control server in response to reception of an Interrogation signal via the wireless 
telephone network; and 

wherein the service class control server comprises : 

r o triev e s, means for retrieving, from the means for storing, a service class data 
associated with the identification data which the terminal device has transmitted in 
response to reception of the interrogation signal, and v e rif ie s verifving match among the 
retrieved service class data and the service class data which the temiinal device has ^ 
transmitted In response to reception of the Interrogation signal , so that it Is decided 
whether these two pieces of service class data coincide with each other . 



